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WORK TO BE PERFORMED ON SITE BY GENERAL
CONTRACTOR (GC) AND INSPECTED IN FIELD BY LOCAL AHJ

BLACK LINES AND NOTES: 
WORK TO BE PERFORMED IN FACTORY AND INSPECTED AT 
FACTORY BY THIRD PARTY INSPECTION AS REQUIRED BY AHJ

GREEN LINES AND NOTES: 
WORK TO BE PERFORMED ON SITE BY FACTORY AND 
INSPECTED IN FIELD BY LOCAL AHJ
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EXTERIOR

ELEVATIONS

3/8" = 1'-0"1Elevation 1 - a

3/8" = 1'-0"2Elevation 2 - a

SHEET NOTES:## ##-##

GENERAL NOTES:

A. FINISHES ARE ALSO REQUIRED AT PORTIONS OF UNDERSIDE, INSIDE FACE 
OF PARAPETS, AND SOFFITS EXPOSED TO PUBLIC VIEW.

B. THE REFERENCE ELEVATION MARKED WITH             REPRESENTS VERTICAL 
HEIGHTS RELATIVE TO INTERIOR FLOOR DATUM ASSUMED AT 100’-0”, CW/ 
CIVIL FOR ACTUAL FLOOR ELEVATION.

C. ALL MATERIAL SYMBOLS ARE FOR REPRESENTATION ONLY. CONTRACTOR 
IS RESPONSIBLE FOR DETERMINING PROPER COURSING, ETC.

D. LOCATION FOR ADDRESS SIGNAGE TO BE INSTALLED AS REQUIRED AND   
APPROVED BY THE CITY OF CALDWELL, ID.

E. ALL ROOFTOP EQUIPMENT TO BE SCREENED BY WALLS OR EQUIPMENT 
SCREENS.

F. COORDINATE LOCATION OF KNOXBOX WITH FIRE MARSHALL.

G. PROVIDE AND INSTALL SEALANT AS NEEDED AT ALL 
MATERIAL/SURFACE/FINISH. JOINTS TO CREATE WEATHER TIGHT SEAL. 
EXTERIOR CAULK COLOR TO MATCH ADJACENT MATERIAL COLOR. 

H. PROVIDE CONTINUOUS SEALANT AROUND ALL PENETRATIONS, ELECTRICAL 
LIGHTING, AND OTHER SURFACE MOUNTED COMPONENTS. 

1. EVERYTHING ABOVE 12'-10" SHALL BE INSTALLED ON SITE BY FACTORY

2. AWNINGS TO BE INSTALLED ON SITE BY FACTORY

1 1/2" = 1'-0"3BUILDING ADDRESS SIGNAGE
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WORK TO BE PERFORMED IN FACTORY AND INSPECTED AT 
FACTORY BY THIRD PARTY INSPECTION AS REQUIRED BY AHJ

GREEN LINES AND NOTES: 
WORK TO BE PERFORMED ON SITE BY FACTORY AND 
INSPECTED IN FIELD BY LOCAL AHJ
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EXTERIOR

ELEVATIONS

3/8" = 1'-0"1Elevation 3 - a

3/8" = 1'-0"2Elevation 4 - a

SHEET NOTES:## ##-##

GENERAL NOTES:

1. EVERYTHING ABOVE 12'-10" SHALL BE INSTALLED ON SITE BY FACTORY

2. AWNINGS TO BE INSTALLED ON SITE BY FACTORY

3. SCUPPER AND DOWNSPOUT TO BE INSTALLED ON SITE BY FACTORY.

A. FINISHES ARE ALSO REQUIRED AT PORTIONS OF UNDERSIDE, INSIDE FACE 
OF PARAPETS, AND SOFFITS EXPOSED TO PUBLIC VIEW.

B. THE REFERENCE ELEVATION MARKED WITH             REPRESENTS VERTICAL 
HEIGHTS RELATIVE TO INTERIOR FLOOR DATUM ASSUMED AT 100’-0”, CW/ 
CIVIL FOR ACTUAL FLOOR ELEVATION.

C. ALL MATERIAL SYMBOLS ARE FOR REPRESENTATION ONLY. CONTRACTOR 
IS RESPONSIBLE FOR DETERMINING PROPER COURSING, ETC.

D. LOCATION FOR ADDRESS SIGNAGE TO BE INSTALLED AS REQUIRED AND   
APPROVED BY THE CITY OF CALDWELL, ID.

E. ALL ROOFTOP EQUIPMENT TO BE SCREENED BY WALLS OR EQUIPMENT 
SCREENS.

F. COORDINATE LOCATION OF KNOXBOX WITH FIRE MARSHALL.

G. PROVIDE AND INSTALL SEALANT AS NEEDED AT ALL 
MATERIAL/SURFACE/FINISH. JOINTS TO CREATE WEATHER TIGHT SEAL. 
EXTERIOR CAULK COLOR TO MATCH ADJACENT MATERIAL COLOR. 

H. PROVIDE CONTINUOUS SEALANT AROUND ALL PENETRATIONS, ELECTRICAL 
LIGHTING, AND OTHER SURFACE MOUNTED COMPONENTS. 
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RENDERED

ELEVATIONS

GENERAL NOTES:

A. FINISHES ARE ALSO REQUIRED AT PORTIONS OF UNDERSIDE, INSIDE FACE 
OF PARAPETS, AND SOFFITS EXPOSED TO PUBLIC VIEW.

B. THE REFERENCE ELEVATION MARKED WITH             REPRESENTS VERTICAL 
HEIGHTS RELATIVE TO INTERIOR FLOOR DATUM ASSUMED AT 100’-0”, CW/ 
CIVIL FOR ACTUAL FLOOR ELEVATION.

C. ALL MATERIAL SYMBOLS ARE FOR REPRESENTATION ONLY. CONTRACTOR 
IS RESPONSIBLE FOR DETERMINING PROPER COURSING, ETC.

D. LOCATION FOR ADDRESS SIGNAGE TO BE INSTALLED AS REQUIRED AND   
APPROVED BY THE CITY OF CALDWELL, ID.

E. ALL ROOFTOP EQUIPMENT TO BE SCREENED BY WALLS OR EQUIPMENT 
SCREENS.

F. COORDINATE LOCATION OF KNOXBOX WITH FIRE MARSHALL.

G. PROVIDE AND INSTALL SEALANT AS NEEDED AT ALL 
MATERIAL/SURFACE/FINISH. JOINTS TO CREATE WEATHER TIGHT SEAL. 
EXTERIOR CAULK COLOR TO MATCH ADJACENT MATERIAL COLOR. 

H. PROVIDE CONTINUOUS SEALANT AROUND ALL PENETRATIONS, ELECTRICAL 
LIGHTING, AND OTHER SURFACE MOUNTED COMPONENTS. 

3/8" = 1'-0"1NORTH ELEVATION

3/8" = 1'-0"2EAST ELEVATION
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RENDERED

ELEVATIONS

GENERAL NOTES:

A. FINISHES ARE ALSO REQUIRED AT PORTIONS OF UNDERSIDE, INSIDE FACE 
OF PARAPETS, AND SOFFITS EXPOSED TO PUBLIC VIEW.

B. THE REFERENCE ELEVATION MARKED WITH             REPRESENTS VERTICAL 
HEIGHTS RELATIVE TO INTERIOR FLOOR DATUM ASSUMED AT 100’-0”, CW/ 
CIVIL FOR ACTUAL FLOOR ELEVATION.

C. ALL MATERIAL SYMBOLS ARE FOR REPRESENTATION ONLY. CONTRACTOR 
IS RESPONSIBLE FOR DETERMINING PROPER COURSING, ETC.

D. LOCATION FOR ADDRESS SIGNAGE TO BE INSTALLED AS REQUIRED AND   
APPROVED BY THE CITY OF CALDWELL, ID.

E. ALL ROOFTOP EQUIPMENT TO BE SCREENED BY WALLS OR EQUIPMENT 
SCREENS.

F. COORDINATE LOCATION OF KNOXBOX WITH FIRE MARSHALL.

G. PROVIDE AND INSTALL SEALANT AS NEEDED AT ALL 
MATERIAL/SURFACE/FINISH. JOINTS TO CREATE WEATHER TIGHT SEAL. 
EXTERIOR CAULK COLOR TO MATCH ADJACENT MATERIAL COLOR. 

H. PROVIDE CONTINUOUS SEALANT AROUND ALL PENETRATIONS, ELECTRICAL 
LIGHTING, AND OTHER SURFACE MOUNTED COMPONENTS. 

3/8" = 1'-0"1SOUTH  ELEVATION

3/8" = 1'-0"2WEST  ELEVATION
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