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4TH FLOOR
128' - 9 1/2"
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136' - 10 5/8"

T.O. PARAPET (LOW)
141' - 10"

T.O. PARAPET (HIGH)
145' - 4 3/4"
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1. RE: SHEET G002 FOR ADDITIONAL 
GENERAL NOTES THAT ARE APPLICABLE.

2. CONTRACTOR TO VERIFY LOCATION OF 
SIGN WITH OWNER AND PROVIDE 
BLOCKING AND ELECTRICAL AS 
REQUIRED.

3. DIMENSIONS SHOWN ON THE EXTERIOR 
ELEVATIONS ARE TO THE FACE OF 
EXTERIOR WALL, FACE OF MASONRY 
(FOM), FACE OF CONCRETE WALLS (FOC), 
AND COLUMN GRID LINE, UNLESS 
OTHERWISE NOTED OR INDICATED.

4. RE: THE WINDOW SCHEDULE FOR ALL 
EXTERIOR WINDOW TYPES AND GLASS 
TYPES.

5. EXTERIOR DOORS TO MATCH ADJACENT 
FINISH COLOR.

6. INSTALL EXPANSION JOINTS AT INTERIOR 
CORNERS AND FLOOR LINES.

7. CONTRACTOR TO PROVIDE SAMPLE OF 
EXTERIOR WALL FINISH AND COLOR TO 
ARCHITECT FOR APPROVAL PRIOR TO 
FINISHING.

8. REINFORCE ALL EIFS BELOW 8'-6" AFF 
WITH DRYVIT PANZER MESH IN ADDITION 
TO STANDARD PLUS MESH.

9. ALL EIFS JOINT LINES ARE AESTHETIC 
TYPE JOINTS U.N.O. 

10. JOINT LINES SHOWN AT FLOOR & ROOF 
LEVELS ARE EXPANSION TYP.

11. ALL CONDENSATE LINES THAT DAYLIGHT 
TO BE PAINTED TO MATCH ADJACENT 
BUILDING COLOR.

12. EXTERIOR LOUVERS EXCEPT FOR P-TAC 
LOUVERS ARE TO MATCH ADJACENT 
FINISH COLOR.  BOD : RUSKIN                     
VERIFY WITH MECH.

LEGEND
PATTERN DESCRIPTION

PREFINISHED METAL COPING

STUCCO WALL PANEL

PREFINISHED METAL COPING
COLOR: TO MATCH 
BLACK

ST01
COLOR: ALABASTER
SW 7008
TEXTURE: SANDBLAST

LS01
COLOR: AMAZING GRAY
SW 7044 

WT01
MANUF: WOODTONE 
RUSTICSERIES
COLOR: SUMMER WHEAT

GRILLE COVER FOR 
PTACS AND LOUVERS

BLACK

ST02
COLOR: BLACK
TEXTURE: SANDBLAST

FIBER CEMENT LAP SIDING
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