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. . " Catalog Orderina Information i ; g
~ D_ S eries S ize 2 N Ordering rme , Symbol Label |QuantityManufacturer Catalog Number Description Lumens Per Lamp | Light Loss FactofWattagq & O z
umber 5
. . . NOTES 3]
P Notes Accessories NOTES P P P P13 Pl 24 |Lithonia AFF FCT DIE-CAST ARCHITECTURAL EMERGENCY LIGHT WITH CAST 190 0 6 2
. P7, P8, P13, . [y}
LE D Are a Lu m I n a I re Ordered and shipped separately. 2 P107g1 1a,VEF,’I1a?, ;1v;>|9r PM and rctateda;ptics (L9Q, R90) gn\y available together. : E M Lighting ALUMINUM HDUSING' TWD LED LAMPS' PDLYCARBDNATE § O
ﬁlrl,, 6i: 4 f* SN A DLLI2ZFTSIU Photocell-SSLtwist-lock (120-277V) ¥ : ﬁg{ Rgﬁasbg‘m?“ﬁg n with photocell, s not available with WBA. PRISMATIC LENS, AND FORWARD-THROW OPTICS 8
. . . oo O [ pe DLL347F1.5CULJU  Photocell - SSL twist-lock (347V) ' 5 MVOLT driver operatés on any line voltage from 120-277V (50/60 Hz).
diseries NG NCHIME & N DLL48OF 1.5CULJU  Photocell - SSL twist-lock (480V) 6 Single fuseN(SF) requires 120\/,y2|77vvor 347V. Double fuse (DF) requifes 208V, 240V or 480V. 54 t:ta%nio B\S/E%TLE}JB : 8 40K TFTM DSX2 LED P8 40K TFTM MVOLT 49183 091 431 g
DSHORT SBK U Shorti n 7 Suitable for mounting to round poles between 3.5” and 12" diameter. N
DSX2HS 80CU Hoz's:sgidc:’:hield for 80 LED unit ® 8 Universal mounting bracket intended for retrofit on existing pre-drilled poles only. 1.5 G vibration load rating per ANCI C136.31. Only usable when pole’s drill S 8 0 S 9 9
DSK2H5 90C U House-side shield for 90 LED unit® patter is NOT Lithonia template #8. . . .
|ntroduction DSYIHS 100C U House-side shield for 100 LED unit* 9 Must order fIXtU(I;e \{vi;h SPA option.Must be orlclered_lazla §eparal:e accessc;rly; see /;ccessones irllfolrmgtlon. Folr use with 2-3/8" diameter mast arm (not included). g
| - e o o b skt 0 [Lithonia DSX2 LED P8 40k T35 [DSX2 LED P8 40K T3S MVOLT 49213 091 431 : =
The modern Sty|lng Of the D-Series is strlklng zoutntlnq brackst (S;:)eafz?m;h):l 12 Photocell ordered and shipped as a separate line item from Acuity Brands Controls. See accessories. Not available with DS option. Shorting Cap included. S 8 k) Ligh‘ting MVOLT WBA o 8
. . . last arm mounting bracket adaptor f H i i i T ith i i i
yet unobirusive - making a bold, progressive S T e netn g, 7 Gt Node it gl g
Specifications statement even as it blends seamless|y with its DSX2EGS (FINISH) U External glare shield 15 Requires (2) separately switched circuits with isolated neutrals. % s
2 . or more control options, visi o online 16 Provides 50/50 fixture operation via (2) independent drivers. Not available with PER, PER5, PER7, PIR or PIRH. Not available with P1, P2, P10. —
EPA: /(;Ij; ];t) environment. & (RLoRt0n B 2 s 17 Reference Controls Options table settings table on page 4. Reference Motion Sensor Default table on page 4 to see functionality. 6 Lithonia DSX2 LED P8 40K TF]:M DSX2 LED P8 40K TFTM MVOLT with houseside shield 38401 0.91 431 =
The D Seri d s th b f f he | X 18 Reference controls options table on page 4. S 3 Ligh‘ting MVOLT HS / SSS 215 g
. 40" e D-series distills the benertits ot the latest In 19 Not available with BLC, LCCO and RCCO distribution. Also available as a separate accessories; see Accessories information. - ’
Length: (101.6 cm) . . . 20 Must be ordered with fixture for factory pre-drilling. o POLE WITH 3.5" BASE =
’ LED technology Into a hlgh performance, hlgh 21 Requires luminaire to be specified with PER, PER5 and PER7 option. Ordered and shipped as a separate line item from Acuity Brands Controls. [
Width: 15 efficacy, long-life luminaire. The outstanding 22 Forretrofit use ol Onlyusable hen polé's il pattern s NOT Lihonia templte 3. — 1 |Lithonia DSX2 LED P6 40K TSW DSX2 LED P6 40K TSW MVOLT 42069 0.91 343 S < e
o i insi i ; r Lightin MVOLT / SSS 215’ POLE 8 T
beiche 1 T4 photometng perfgrmance results in sites with || S4 ghting T L SohsE o
L excellent uniformity, greater pole spacing and - a ' 2
Height 2: 3.5 lower power density. The Size 2 is ideal for EGS - External Glare Shield :
(max): replacing 400-1000W metal halide in area lighting I x 1 [Lithonia DSX2 LED P6 40K BLC DSX2 LED P6 40K BLC MVOLT 33440 0.91 343 £
Weight: 36lbs s . . ~ — 425 Lighting MVOLT / SSS 215’ POLE o
applications with energy savings of up to 80% o \ ! S5 WITH 3.5 BASE [
. . c il '
and expected service life of over 100,000 hours. L 1905 1 E7en ] o =
o
16 ve Q3LS-N-N-W-07-83-40 QUBE 300 LX sconce 720 0.91 4.5 3
S 6 LIGHTING % 0o
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EXAMPLE: DSX2 LED P7 40K T3M MVOLT SPA NLTAIR2 PIRHN DDBXD rilling . 9 |Lithonia DSX2 LED P6 40K T3M DSX2 LED P6 40K T3M MVOLT 39621 0.91 343 < 3
R Tenon Mounting Slipfitter Ne) Lighting MVOLT / SSS 215 POLE 2 a
enon 0. Mounting —— 3090 3012 WITH 3.5’ BASE 5 2
I @ @ ¢ ¢ o ) 2
HANDHOLE ORIENTATION 238" RPA £53-5190 AS3-5 280 AS3-5290 £S3-5390 £S3-5320 AS3-5 490 - i Ne)
: C 278" RPA AST25-190 AST25-280 AST25-290 AST25-390 AST25-320 AST25-490 22 Lithonia DSX2 LED P6 40K T4M DSX2 LED P6 40K T4M MVOLT 39925 0.91 343 & 50 g S
DSX2 LED Forward optics 30K 3000K TS TypelShort - T5VS TypeV Very Short® MVOLT® | Shipped included e n RPA AST35-190 AST35-280 AST35-290 AST35-390 AST35-320 AST35-490 S 9 Lighting MVOLT / SSS 215 POLE § é % 0 - o
P1 p5’ 40K 4000K (Automotive) LTSS TypeV Short? 1206 SPA Square pole mounting AR P2 o WITH 3.5’ BASE = v 9 £ <Nﬂ § ®
P2 P6 50K 5000 125 Typell Short £ T5M TypeV Medium® 208¢ RPA Round pole mounting” /| i , z 5 g a N
‘ i . Ll , -—— Y I-:-I £ 60 0 B O o5
P3 p7! T2M  Type ll Medium L TSW TypeVWide 240 WBA Wall bracket? D il B = . wtu < 9 g g g o RN S
P4 pg! T3S Typelll Short ¢ BLC  Backlight control* 277¢ SPUMBA Square pole universal mounting adaptor ® ! . ¢ :‘AOTE"QSPW Driling Template ?zgl; S'Zd@igiob S'fi@Bg&oc S.;f?&n R 3d@l)>11200 v sid 1@392&D }‘_j E é “5 ,x& -2 N @ % o
. : : ) ) A P ead Location ide ide ide ide B, ound Pole Only | Side A, B, = 5 N o)
Rotated optics M TypeHIMed{um LCCO  Left corner cutoff* 3476 RPUMBA Round pole universal mounting adaptor ® = Drill Nomendlature ™ DV98S DM28AS DNZIAS DMBIAS DMB2AS DMA9AS Statistics n g % k= 5 2 N é ‘& <f
P102 P13 TAM  Type IV Medium ¢ RCCO  Right comer cutoff* 480° Shipped separately A 3 ® - v o hal
H N : . 9 S
P11§ P1412 TFTM mighrow KMA8 DDBXD U Mast arm mounting bracket adaptor (specify finish) ® Handhole DSX2 Area Luminaire - EPA Description Symbol | Avg Mox Min Max/Min | Avg/Min -
P12 *Includes luminaire and integral mounting arm. Other tenons, arms, brackets or other accessories are not included in this EPA data FC DN SITE AT E
Template #8 Top of Pole e QI ENOKOG  Gogieouty  201800M8 265N 3OS 307200M32  4e30DMS GRADE + |20 fc|188 fc |00 fc| N/A N/A 2
Control options Finish (equired) 0563 Mounting Type - - [- -!_- Y -—:—- g
Shipped installed Shipped installed DDBXD  Dark bronze 1 3i 0400 DSX2 LED 1.100 2.200 2.120 3.300 2.850 4,064 w
" -
NLTAIR2  nLight AIR generation 2 enabled PIRH Bi-level, motion/ambient sensor, 157370’m0unting HS  House-side shield DBLXD  Black 2650 (@PLes) o
PIRHN Network, Bi-Level motion/ambient sensor "' height, ambient sensor enable at 5fc SF Single fuse (120, 277,347V) © DNAXD  Natural aluminum i Il naTemiate Minimum | tab ;
. » PIRHIFG3V  High/low, motion/ambient sensor, 8-15'mounting 5 h e . PR ; e E—— ” T
PER NEMA twist-lock receptacle only (no controls) height, ambient sensor enabled at 1fc” DF Double fuse (208, 240, 480V) DWHXD  White SPA #8 2—7/8" 2—7/8" . 3” 3.5” n
PERS Five-wire receptacle only (no controls) ™% ) A ® 190  Left rotated optics * DDBTXD  Textured dark bronze RPA #8 2-7/8 2-7/8 3 35 [a)
FAO Field Adjustable Output SPUMBA 5 27/8" 3 35 g =
PER7 Seven-wire receptacle only (no controls) " R90  Right rotated optics * DBLBXD  Textured black RPUMBA 45 PETT 35 3'5,, w <
DMG 0-10V dimming extend out back of housing for HA 50°Cambient operations’ DNATXD  Textured natural aluminum ‘ ‘ %
4
extemal control (no controls) Shipped separately DWHGXD  Textured white 7]
" i 15,16
DS Dual switching BS  Birdspikes” é
EGS  External glare shield a
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’ LITHONIA One Lithonia Way » Conyers, Georgia 30012  Phone: 1-800-705-SERV (7378) con DSX2-LED , LITHONIA One Lithonia Way ® Conyers, Georgia 30012  Phone: 1-800-705-SERV (7378) DSX2LED g
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All canopies fit standard 3.5" and 4" W N (D
| H 5" round and octagonal junction boxes O
122 O : gﬁ Not to scale, dimensions are nominal < o I I I
Consult factory for CAD drawings E N
Source Xicato XTM LED module - up to 3000 lumens E 2
CCT 2700K, 3000K, 3500K or 4000K S
Optional deep canopy ﬁ
Color Consistency 1x2 SDCM (MacAdam) along BBL, CCT +/- 40K to 70K, Duv +/-.001 for canog¥dn;?lérwot§cei I:EDD drivers "
CRI(Ra) 830r98 Diameter depends on LED driver size g
Driver / Location Included / Internal with remote or deep canopy options 45" 22" :
Dimming 0-10V or phase dimming to 10% standard; DALI, DMX and 1% dimming available g
Input Voltage 100 to 277VAC, phase dimmable versions are 120VAC only 3
Power Up to 36 watts max, depending on LED module / driver Reflector LED Specifications Order Code V = 0-10V dimming to 10% %
Reflector 20°, 40" or 60° - field replaceable without tools Option LES' CRI  Lumens®** Wattage® (W) Efficacy® (Im/W) Standard LED Drivers® | Order Code P = Phase dimming to 10% z
. . . ) . 700 56 129 (included in base price) Compatible with both forward and S
Material CNC machined aluminum with stainless steel hardware 950 8.0 118 reverse phase dimmers g p—
Finish Powder coat - TGIC polyester for exterior and interior use Ra=83+3 1300 1.7 111 eldoLED 0-10V, DALI, or DMX dimming to 0% g Z
. 2000 19.5 102 ; . | Lutron Hi-lume™ A-series, EcoSystem or
Weight 5 Ib. [2.3 ke] 20°,40° & 60° | 19mm 3000 293 102 Optional LED Drivers forward phase dimming to 1% @ i
Location Listed for Wet & Damp locations fa — 05 700 7.4 97 Lutron Hi-lume™ 5-series, EcoSystem dimming to 5% '5 D_
a =
Approvals ETL Listed to UL 1598, 2108, 8750 and CSA C22.2# 9 & #250.0 e 1935000 122 :2 * Standard LED drivers are suitable for Wet Location z
R15>95 :
L80 Life > 50,000 hours at 80% lumen maintenance based on IESNA LM-80-08 2000 26.4 76 * Optional LED drivers are suitable for Damp Location ; Lu
. Lo . * For EM applications: 5 I— w
Warranty Lifetime Limited Warranty - see warranty for details ) ) h ; ; X
1 LES: Light Emitting Surface diameter All LED drivers may be used with 3rd party inverter style systems g — %
IES Files LM-79-08 IES files available 2 +10% U)
Modifications Any modification or customization is possible - consult factory 3 Source lumens - see photometrics an page 3 for LOR to calculate delivered lumens 3
4 Higher lumen outputs are available in CORE / QUBE 400 series g CD o
5 Maximum luminaire wattage including LED driver = LED wattage x 1.2 8
INDOOR WET ¢%6 LIGHTSOURCE BY (l[b 6 Higher efficacies are available via lower drive currents - consult factory :(' O
\® —
LED| GrpEeeg {mc;mom] [D'MMABT-' XICATO s s m
Intertek s I—
<
=
i L
[
Driver Mounting ':-: E
Model  Location Dimming Location Output CRI* C.CT. Reflector Shell Color Options g o
Q3LS - | - - a I_ I"—"
N=Internal N=None D=Damp 07=700lm  83=83 27=2700K 20=20° XX o O g
R=Remote P=Phase W=Wet 10=950im 98=98* 30=3000K 40=40° (see chart on page 4) 2
D=Deep  V=0-10V 13=1300Im 35=3500K 60=60° % I
Canopy Z=Other 20=2000Im 40=4000K ZZ=Custom C D_
30=3000Im &
* 98 CRI not available in 3000 Im E
Example Part Number: QSLS-NND-.20832740.-53. . g PA / PM: E‘ Z|TNY
QUBE 300 LX Sconce - INternal Driver, No Dimming, Damp Location - 2000 Im, 83 CRI, 2700K, 40° Reflector - 83 Red Shell w
7201 N. Dreamy Draw Drive x .
Sete 500 < | oRAWN BY: [ cps
Phoenix, Arizona 85020 F3
I(-'GOZ) ﬁgyzg 0432507 = | JOB NO.: PHX20-0053—-00
acsimile S
[t
PETERSON ASSOCIATES  www.mpeconsult.com o
re}
CONSULTING ENGINEERS INC.  job No, 20103 g SHEET
o
1035 22nd Avenue, Unit 1 - Oakland, CA 94606 510.489.2530 TalkToUs@alwusa.com alwusa.com 1035 22nd Avenue, Unit 1 - Oakland, CA 94606 510.489.2530 TalkToUs@alwusa.com alwusa.com ALL CONCEPTS, DESIGNS, AND DATA INDICATED ON THESE Z
v 191206 v 191206 DOCUMENTS ARE THE SOLE PROPERTY OF THE PETERSON ASSOC. 9
ENGINEERS, INC. AND SHALL NOT BE USED FOR ANY OTHER £
PURPOSE THAN ORIGINALLY INTENDED WITHOUT THE WRITTEN =
PERMISSION OF THE ENGINEER. a i
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